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MATERIAL SAFETY
DATA SHEET (MSDS)

Durable Tape Bitumen
B-20
	1. Product and Company Identification


Product Identifiers:
Durable Tape Bitumen
Product Codes:
B-20
Emergency Response:




Chemtrec
Phone Number:





1-800-424-9300

Manufacturer:





BRITE-LINE® TECHNOLOGIES, LLC
10660 East 51st Avenue

Denver, CO 80239

	2. Composition/Information on Ingredients


Components



Wt. %


CAS #
Bitumen




15-25


64742-93-4
Proprietary Polymeric Components

15-25


N/A
Inert fillers




45-65


N/A

	3. Hazards Identification


	
	Emergency Overview
	Upon heating, hydrogen sulfide gas may be released from this material.  Vapor spaces in tanks and shipping containers containing hot material may accumulate hydrogen sulfide vapors at harmful concentrations.

	
	Routes of Entry
	Inhalation, skin contact, ingestion, eye contact

	
	Carcinogenic Status
	Not considered carcinogenic by NTP, IARC, and OSHA

	
	Target Organs
	Eye, skin, lungs, and liver

	
	Health Effects – Eyes
	Hot material may cause thermal burns.

Cold material causes irritation, redness, and pain.

	
	Health Effects – Skin
	Hot material may cause thermal burns.

Cold material may cause irritation to skin.  Symptoms include redness, itching, and pain.

	
	Health Effects – Ingestion
	May be harmful or fatal if ingested.  May cause mouth, throat, and gastrointestinal tract irritation and produce abdominal pain, vomiting, nausea, or diarrhea.  Aspiration into the lungs can cause severe chemical pneumonitis that can be fatal.

	
	Health Effects – Inhalation
	Fumes from hot material can be unpleasant and may produce nausea and irritation of the upper respiratory tract.  Substance contains sulfur which may form hydrogen sulfide (H2S).  Exposure to H2S may result in respiratory tract irritation, headache, dizziness, nausea, gastrointestinal disturbances, coughing, a sensation of dryness and pain in the nose, throat, and chest.

	
	Chronic Exposure
	Harmful if swallowed.


	4. First Aid Measures


The following first aid recommendations are based on an assumption that appropriate personal and industrial hygiene practices are followed.

Eye Contact:

Flush with large amounts of water.  If signs or symptoms persist, get medical attention.

Skin Contact:

Hot material:  Drench or immerse area in water.  Apply iced water or ice packs to burned area.  Do not use iced water or ice packs if burned area covers more than 10% of the body, as this may contribute to shock.  Do not try to remove product from burned area after it has cooled.  Seek medical attention.

Cool Material:  Wash effected areas with soap and water.  If signs or symptoms develop, get medical attention.

Inhalation:
Remove to fresh air.  If not breathing, trained personnel are to give artificial respiration or oxygen.  Seek immediate medical attention.
If Swallowed:

Drink 2-3 glasses of water to dilute material in the stomach but do not induce vomiting due to possible aspiration into the lungs.  If vomiting occurs naturally, have the person lean forward to reduce the risk of aspiration into the lungs.  Contact a physician immediately.  
Never give anything by mouth to an unconscious or convulsing person.
	5. Fire Fighting Measures


Fire Extinguishing Media: Foam, dry chemical, or carbon dioxide.  Use water to cool fire exposed containers and to protect personnel.
	6. Accidental Release Measures


Large Spills:  Contain source of the spill.  Dike or otherwise confine spilled product.
Small Spills:  Take up with absorbent material and place in non-leaking container and seal tightly.
	7. Handling and Storage


Store at room temperature

	8. Exposure Controls/Personal Protection


Under normal conditions, no special protection is required.

If skin irritation occurs as a result of handling, wash affected areas with soap and water and wear protective clothing to avoid future irritation.

	9. Physical and Chemical Properties


Specific Physical Form:
Solid


Color:



Black
General Physical Form:
Solid


Odor:



Minimal

Auto ignition Temperature:
345ºC


Flash Point:


275°C
Flammable Limits – LEL:
N/A


Flammable Limits – UEL:
N/A
Boiling Point:


540ºC


Melting Point:

220°C
Solubility in Water:

0%


pH:



6.8
Volatile Compounds:
0%


Evaporation Rate:

N/A
Vapor Density:

N/A


Vapor Pressure:

3 mm Hg @ 20°C
Viscosity:


N/A


Specific Gravity:

1.47 g/cc
	10. Stability and Reactivity


Stability:




Stable
Materials and Conditions to Avoid:
None known

Hazardous Polymerization:


Hazardous polymerization will not occur
	11. Toxicological Information


	Bitumen
	Harmful if inhaled or swallowed. May be harmful in contact with skin. Repeated contact may cause dermatitis.


	12. Ecological Information


	Mobility
	Not miscible with water


	13. Disposal Considerations


Since local regulations vary, consult applicable regulations or authorities before disposal.
	14. Transport Information


	Domestic (Land, D.O.T.)
	Hazard Class: Not regulated as hazardous material for transportation

	International (Water, I.M.O.)
	Hazard Class: Not regulated as hazardous material for transportation

	International (Air, I.C.A.O.)
	Hazard Class: Not regulated as hazardous material for transportation


	15. Regulatory Information


	TSCA Listing
	All components have been verified for inclusion on the EPA Toxic Substances Control Act Chemical Substance Inventory

	MA Right to Know Law
	All components have been checked for inclusion on the Massachusetts Substance List (MSL).   Those components present at the de minimus concentration have been identified in the hazardous ingredient section of the MSDS.

	California Prop 65
	No components listed

	SARA Title III, Sect. 302
	No components listed

	SARA Title III Sect. 311/312
	No components listed

	SARA Title III Sect. 313
	No components listed

	Clean Air Act – Hazardous Air Pollutants (HAPs)
	No components listed

	Clean Air Act – Ozone Depleting Substances (ODS)
	This product does not contain a Class I or II ozone depleting substance (ODS) as defined by the US Clean Air Act Section 602 at 40 CFR 82.

	VOC Content
	0 % by weight


	16. Other Information


The information on this Data Sheet represents our current data and best opinion as to the proper use and handling of this product under normal conditions.

Brite-Line Technologies, LLC makes no warranties, expressed or implied, including, but not limited to, any implied warranty of merchantability or fitness for a particular purpose or course of performance or usage of trade.  Any use of the products which is not in conformance with this Material Safety Data Sheet, the Products Technical Data Sheet, or the Products Application Recommendations which involves using the product in combination with any other product or any other process is the responsibility of the user.  Due to the infinite variety of factors that can affect the use and application of a Brite-Line product, some of which are uniquely within the user’s knowledge and control, it is essential that the user evaluate the Brite-Line product to determine its fit for a particular purpose or application method.  It is the user’s responsibility to determine if the Brite-Line product is suitable for a particular purpose and application method.  
No other information is available.
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